Technical Recommendation
   Model：BRTIRPZ1508A
 Name：Four axis robot
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(No further notice if the specification and appearance are changed due to improvement and other reasons. Thank you for your understanding.)

Introduction
Application Range
BRTIRPZ1508A is driven by full servo motor, with fast response speed and high accuracy. The maximum load is 8kg and the maximum arm span can reach 1500mm. With a compact structure to achieve a wide range of motion, flexible and accurate.

Usage: BRTIRPZ1508A four axis robot can be used in some monotonous, frequent and repeated long-time operations in industrial production, or work in dangerous and harsh environment, such as in stamping machine, pressure casting, heat treatment, welding, coating, plastic product forming, mechanical processing and simple assembly, and in the atomic energy industry and other departments, to complete the handling or process operation of materials harmful to human body, so as to perfectly complete the loading and unloading process. Applicable to punch: 160 tons and below.

The Features of BRTIRPZ1508A
● high precision and speed: servo motor and high-precision reducer are used, fast response and high precision

● high productivity: produce continuously 24 hours a day

● improve the working environment: improve the working conditions of workers and reduce the intensity of employees

● enterprise cost: early investment, reduce labor costs, and recover the investment cost in half a year

● wide range: Hardware stamping, lighting, tableware, household appliances, auto parts, mobile phones, computers and other industries

Working Condition
1、Power source：220V±10%  50HZ±1%  

2、Temperature：0℃-40℃

3、Best temperature：15℃-25℃

4、Relative humidity：20-80%RH(No condensation）

5、Mpa：0.5-0.7Mpa       

Main Technical Parameters
	Items
	Contents
	Unit Value

	Body Parameters
	Maximum operating range
	1500mm

	
	Max loading
	8KG

	
	Repeat positioning accuracy
	±0.05mm

	
	Power Capacity
	220V±10%

	
	Power Supply
	3.3KVA

	
	Total Power
	3KW

	
	IP code
	IP50

	
	Weight
	About 135KG

	Motion Range
	J1
	-160°~+160°

	
	J2
	-70°~+23°

	
	J3
	-70°~+30°

	
	J4
	-360°~+360°

	
	R34
	+60°~+180°

	Max speed
	J1
	219.8°/s

	
	J2
	222.2°/s

	
	J3
	272.7°/s

	
	J4
	412.5°/s

	Allowable torque
	J4
	12Nm

	Allowable moment of inertia
	J4
	0.116KG*M²


Robot random data
	
	Name 
	number
	Remarks

	1
	Robot operation manual
	1
	BORUNTE system


Equipment maintenance
1. See the robot maintenance manual for equipment maintenance.
